ARRLUX

LINEAR LIGHT
DIAMOND) SERIES




DIAMIOND SERIES

FINISH

® Corrosion resistant polyester Electrical/Key Component/Controls

owder painted 100 m thickness
powder pai ' e Built—in driver

® Standard colors:

o Multiple lighting control
White & White

options are available,e.g.

Black Grey Customized Housing

® Die cast alumium hausing

Traditional bay light appearance

with advanced LED system

LED & Optical Assembly

® LM-79 test and report is

performed in accordance
to IESNA standards

ADVANTAGES

1. Intelligent cantrol,Energy saving and long life.

2. Multiple LED Driver Brand options are available.

3. Modular design allows for easy installation,replacement and maintenance.
4. Excellent quality and performance. maintenance-free,5-year warranty.

5. The shape of the lamp body is hexagonal stereoscopic.

6. Multiple installation methods.

7. Multiple smart lighting control options are available,e.g. photocell,motion sensor,DALL,1-10V.



TECHNICAL PARAMETERS

90-250W

120-277VAC or 220-240VAC

>0.95
) <20%
>200,000H/ > 60,000H
120-160LM/W
3000/4000/5000/6000K
70/80/90CRI

*Standard

IPRating

Certificate/Qualification

DALI
1-10V
Photocell
Smart Control
Optic(IESNA)

Color Options

ORDERING INFORMATION

VIODEL
(Norminal Power)

220-240VAC
40W.

OPTIC

220-240VAC LENS

50W

220-240VAC
30W.

TIM
T2M
T3M
T3L
T4S
T4M
T5U
T5V
T5W
T5S
T5M
T5L
T5X
T5D

BDC150
BDC200
BDC250

BDA90
BDA120
BDA150

BDB120
BDB160
BDB200

*1-10V dimming & DALI & Motion sensor unavailable

CCT
(ANSI)

OPTIONAL
COLOR

30K -« BK
« 40K GR
J« 50K

60K

IP67

Optional

UL/CUL/DLC/LM79/ROHS

Optional

Optional

/

/

Type | type || typelll typelV typeV

Gray /Black& Customized

ACCESSORY
INFO

LIGHTING

CONTROL

00 Emergency
Not required Power
02 Supply(EPS)
Motion Sensor 10KA/20KA
04 Surge
DALI Prote(_:tlon
Device
05

1-10V dimming

/< Regularly stockeditem



PRODUCTS

T

J

Model BDAIOW Net Weight 3.74KG

LED Type Nichia 3535 Gross Weight 4.5KG

LEDS 54 Caton Dimensions L935*W140*H140

Mounting Method Hook/Suspender Product Dimensions L912.7*W123.7
/U stent *H115.7

120~240VAC

I0W

Luminous Flux -
Uyt Sl

120Im

Model No. System Power.

Model BDA120W Net Weight 5.38KG

LED Type Nichia 3535 Gross Weight 6.14KG

LEDS 72 Caton Dimensions L1210*W140*H140

Mounting Method Hook/Suspender Product Dimensions L1187.2*W123.7
/U stent *H115.7

120~240VAC

Luminous Flux
5000K

Efficacy(im/W)

120Im

Model BDA150W Net Weight 6.2KG

LED Type Nichia 3535 Gross Weight 7.2KG

LEDS 90 Caton Dimensions L1510*W140*140
Mounting Method Hook/Suspender Product Dimensions L1461.7*W123.7

/U stent

*H115.7

120~240VAC

-~
Model No. System Power L“m:j':)%‘(‘;(':'“" Efficacy(Im/W)

120Im



PRODUCTS

Model BDB120W Net Weight 3.74KG

LED Type Nichia 3535 Gross Weight 4.5KG

LEDS 54 Caton Dimensions L935*W140*H140

Mounting Method Hook/Suspender Product Dimensions L912.7*W123.7
/U stent *H115.7

J \—ﬂ]—/
sl Lum;:)%:T(Flux Efﬁcacy"m/W)

120Im

120~240VAC

Model No. System Power.

Model BDB160W Net Weight 5.38KG

LED Type Nichia 3535 Gross Weight 6.14KG

LEDS 72 Caton Dimensions L1210*W140*H140

Mounting Method Hook/Suspender Product Dimensions L1187.2*W123.7
/U stent *H115.7

120~240VAC

Luminous Flux
5000K

Efficacy(im/W)

120Im

Model BDB200W Net Weight 6.7KG

LED Type Nichia 3535 Gross Weight 8.2KG

LEDS 90 Caton Dimensions L1510*W140*140
Mounting Method Hook/Suspender Product Dimensions L1461.7*W123.7

/U stent

*H115.7

120~240VAC

-~
Model No. System Power L“m:j':)%‘(‘;(':'“" Efficacy(Im/W)

120Im



PRODUCTS

Model BDC150W Net Weight 3.74KG

LED Type Nichia 3535 Gross Weight 4.5KG

LEDS 54 Caton Dimensions L935*W140*H140

Mounting Method Hook/Suspender Product Dimensions L912.7*W123.7
/U stent *H115.7

J \—ﬂ]—/
sl Lum;:)%:T(Flux Efﬁcacy"m/W)

120Im

120~240VAC

Model No. System Power.

Model BDC200W Net Weight 5.8KG

LED Type Nichia 3535 Gross Weight 6.7KG

LEDS 72 Caton Dimensions L1210*W140*H140

Mounting Method Hook/Suspender Product Dimensions L1187.2*W123.7
/U stent *H115.7

120~240VAC

Luminous Flux
5000K

Efficacy(im/W)

120Im

Model BDC250W Net Weight 6.7KG

LED Type Nichia 3535 Gross Weight 8.2KG

LEDS 90 Caton Dimensions L1510*W140*140
Mounting Method Hook/Suspender Product Dimensions L1461.7*W123.7

/U stent

*H115.7

120~240VAC

-~
Model No. System Power L“m:j':)%‘(‘;(':'“" Efficacy(Im/W)

120Im



APPLICATION SCENARIO

SCOPE OF APPLICATION
LARGE STADIUMS, PUBLIC PLACES, WAREHOUSE
STEEL STRUCTURE FACTORIES

PHOTOMETRICS

2.0 52.5 105.0
LUMINOUS INTENSITY DISTRIBUTION DIAGRAM Planar Illuminance Curve
e
.
=/+180
150 150 48 -
SM 20 120 @ 7—’%
Typical use: w 2 / / \\
industrial w . { AR\ |
N
N I
-60 60 \/
UNIT:cd ® \,_/
AVERAGE BEAM ANGQ!-EISO\)ZDLB DEG 90
o ——— o

32.00m 16.00m 0.00m 16.00m 32.00m
MOUNTING HEIGHT: 33'(10.0m)
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